
Print version  ( V 2.0 EN)

Ideal for handling organic solvents and cold or diluted 

acids. Depending on the height of the laboratory, you can 

choose between three structure types.

Products / Laboratory fume cupboards / Bench type fume cupboards

The all-rounders for 
general use



Print version  ( V 2.0 EN)

✓ Available in three structure types:
– High structure for ceiling heights from 3 m
– Low structure offers space for installation even with low

ceiling heights (from 2.8 m)
– Reduced front height and low structure for particularly low

ceiling heights (below 2.8 m)

✓ Exceptionally generous usable space depth

✓ Fume cupboards in high and low structure can be fi tted with

substructure cabinets in grid dimension minus 100 mm

Fume cupboards in low structure and with reduced front

height can be fi tted with substructure cabinets in grid

dimension minus 300 mm

✓ Particularly safe and ergonomically optimised service

outlets at the front of the fume cupboard

Products / Laboratory fume cupboards / Bench type fume cupboards
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Dimensions [mm] / Volume fl ow rate [m³/h] * Alarm value

Products / Laboratory fume cupboards / Bench type fume cupboards
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Width 1200 1500 1800 2000 2100

Front height 2300 / 2550 2300 / 2550 2300 / 2550 2300 / 2550 2300 / 2550

Chamber height 2300 / 2600 2300 / 2600 2300 / 2600 2300 / 2600 2300 / 2600

Depth 900 900 900 900 900

Usable space width 1100 1400 1700 1900 2000

Usable space height 1190 / 1490 1190 / 1490 1190 / 1490 1190 / 1490 1190 / 1490

Usable space depth 800 800 800 800 800

Work height 900 900 900 900 900

Minimal permissible volume fl ow rate* 450 530 680 800 800

Specifi ed volume fl ow rate 480 600 720 840 840

Maximum permissible volume fl ow rate 1500 1500 1500 1500 1500
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Fume cupboards 
for general use 

When selecting a fume cupboard, the 

most important considerations are the 

activities you do and the substances 

you use.

Suitable
Occasional 

use
Not suitable

Organic solvents x

Weak acids x

Diluted inorganic acids x

Cold concentrated inorganic acids x

Hot concentrated inorganic acids x

Hydrofl uoric acid x

Radioactive substances x

High thermal load x

Products / Laboratory fume cupboards / Bench type fume cupboards



Fume cupboards for general use with chemical-resistant 

Trespa TopLab®Vertical lining
Fume cupboards 
for general use 
with HPL lining

When selecting a fume cupboard, the 

most important considerations are the 

activities you do and the substances 

you use.

Print version  ( V 2.0 EN)

Suitable
Occasional 

use
Not suitable

Organic solvents x

Weak acids x

Diluted inorganic acids x

Cold concentrated inorganic acids x

Hot concentrated inorganic acids x

Hydrofl uoric acid x

Radioactive substances x

High thermal load x

Products / Laboratory fume cupboards / Bench type fume cupboards




